
UHPLC Fingertight Sample Loops
Perfect fit for Vici/Valco Ultra High Pressure 
C72 Valves

Cat. No. Description        
9997010 UHPLC Fingertight Valco 10µL SS Sample Loop
9997250 UHPLC Fingertight Valco 250µL SS Sample Loop
9997500 UHPLC Fingertight Valco 500µL SS Sample Loop
9997011 UHPLC Fingertight Valco 1mL SS Sample Loop
9997014 UHPLC Fingertight Valco 2mL SS Sample Loop
9997015 UHPLC Fingertight Valco 5mL SS Sample Loop
9997012 UHPLC Fingertight Valco 10mL SS Sample Loop

9997010

Replacement Graphite Ferrules
Cat. No. Description Qty
68566-1 One-Piece Ferrule System 5 

68566-1

Replacement Parts for 6 Port Injector
Cat. No.  Description
97561 Rotor Seal for C72
97565 Stator for C72

Ultra High Pressure
Valco Valves for Thermo 
& CTC Autosamplers
• Rated to 15,000psi
• Stainless steel

Cat. No.  Description
8V2672 C72 Vertical 6 Port Injector
8V2172 C72 Vertical 10 Port Injector

Rated to 20,000psi:
8V0620 C72 Vertical 6 Port Injector

8V2672

For pricing, see analytical-sales.com
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Finger-tight Sample Loops

For Vici/Valco Valves



ADVDC6WK

Valco Replacement Rotor Seals
Cat. No.  Description                                                
87561 Replacement Rotor Seal for C6W
87562 Replacement Rotor Seal for C10W
87550 Special Rotor Seal for C6W, Low Carryover
87440 Special Rotor Seal for C10W, Low Carryover

Replacement Parts
Cat. No.  Description                                                  Qty
86002 Plastic Sleeve for Valco, Easy Fit - Feels Like Butter 5
86002RE Plastic Sleeve for Valco, Tight Fit 5
86007 Short Wide Port for Valco 1

8600286002

86007

Fingertight Sample Loops
Perfect fit for all W-Type Valco Valves

• Fingertight, no tools needed   
• Rated to 20,000 psi
• Stainless Steel   
• Easy to install

Cat. No. Description        
99SL10CW Fingertight Valco 10µL SS Sample Loop
99SL20CW Fingertight Valco 20µL SS Sample Loop
99SL25CW Fingertight Valco 25µL SS Sample Loop
99SL50CW Fingertight Valco 50µL SS Sample Loop
99SL100CW Fingertight Valco 100µL SS Sample Loop

99SL10CW

99SL20CW

Valco HPLC Replacement Valves (rated to 6,000 psi)
Cat. No.  Description                                        
ADVDC6WK DC6WK 6 Port Replacement Valve
ADVC6W C6W 6 Port Manual Injector Valve
ADVEPC6W EPC6W 6 Port Injector w/ Microelectric Actuator
ADVEPC10W EPC10W 10 Port Injector w/ Microelectric Actuator
ADVDC10W 10 Port Replacement Valve
ADVDC10WK-1 ”Keyed” 10 Port Replacement 10-Port Valve
ADVEPCA-CE Model EPCA-CE Actuator Control

Replacement Graphite Ferrules
Cat. No. Description Qty
68566-1 One-Piece Ferrule System 5 

68566-1
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Replacement Parts

for CTC LC PAL Autosamplers


