
24 Well Flow Reactor 
Tube Insertion Instructions
Note: 24 well fl ow reactor must be used with 1/16” OD 
tubing (ID can vary).

Before starting, place the fl ow reactor on a stable, fl at 
bench or table.

1. Start by placing the 1/16” OD tubing over a channel 
of the fl ow reactor, with the end of the tubing extending 
at least 5.25” from the edge of the fl ow reactor.

2. Gently push the tubing into the channel with your 
fi nger or thumb. Be careful not to damage the tubing 
along the edges of the channel.

3. Once the tubing is lightly in place, push down more 
fi rmly with a hard plastic tool or similar. The tubing 
will be seated when it is coplanar with the top of the 
channel.

4. Next, wrap the tube around each bend of the well 
channel by hand, and gently press in the tube with 
your fi nger.

5. Use a hard plastic tool to fi rmly push the tubing 
down once the tube is in position. Again, use caution 
to not damage the tubing on the edges of the channel. 
Repeat this process for the entire channel.

6. At the end of the channel, the tube may be wrapped 
around to enter another channel, or it may exit and 
continue straight towards the HPLC system.

Confi guration options: Each channel or row can be used simultaneously either for one continuous 
stream (A) or separate individual streams (B). These are just examples, you can confi gure however 
you like!
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